
ITEM
 N

U
M

B
ER:

MODEL: HT7

LINCAT SILVERLINK ELECTRIC COUNTER-TOP BOILING TOP - 4
PLATES - W 750 MM - 7.0 KW
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Designed to blend in perfectly alongside other
Silverlink 600 products, whether you're cooking in a
care home, cafe, or smaller pub or restaurant, the
Electric Boiling Top won't let you down. The fully
pressed and sealed hob tops make the unit easy to
clean and maintain.

PRODUCT OPTIONS AND ACCESSORIES
• CC7 Lincat Silverlink 600 Free-standing Ambient Open-Top Pedestal

with Doors - W 750 mm
• CN7 Lincat Silverlink 600 Free-standing Ambient Open-Top Pedestal

without Doors - W 750 mm
• SLS7 Lincat Silverlink 600 Free-standing Floor Stand - for units W 750

mm
• HC7 Lincat Silverlink 600 Free-standing Heated Open-Top Pedestal

with Doors - W 750 mm - 0.5 kW
• HCL7 Lincat Silverlink 600 Free-standing Heated Pedestal with Legs

and Doors - W 750 mm - 0.75 kW

PRODUCT FEATURES
• Designed to suite perfectly with other equipment in the Silverlink 600

series
• Automatic power reduction, if pan boils dry or is removed -

prolonging hotplate life
• Six-position switches control each plate
• Fully pressed and sealed hob tops make the unit easy to clean

and maintain
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Lincat reserves the right to modify specifications or discontinue models
without incurring obligation. Dimensions nominal.
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WEIGHTS & DIMENSIONS
Width 750 mil
Depth 620 mil
Height 290 mil
Weight 18.1 kg

.

SHIPPING DETAILS
Ship Width 85.5 cm
Ship Depth 70 cm
Ship Height 49.5 cm
Ship Weight 19.91 kg
Number of Shipment Parcels 1
Shipping Origin Zip Code LN6 3QZ, UNITED KINGDOM
Quick Ship Product No
Returnable Item No

.

PRODUCT CERTIFICATIONS

Primary Energy Source Type Electricity

Electrical Amps
Single Phase 30.4/Three

Phase L1=8.7; L2=13.0;
L3=8.7

Electrical Voltage 230 volts/400 volts
Electrical Watts 7000
Electrical Phase Single, Three
Kilowatts 7 kW

Number of Electrical Conductor Wires 1
Electrical Connection Type Direct Hardwired
Electrical Plug Type Hardwired
Number of Electrical Plugs Not Applicable
Dedicated Circuit Required Yes
Energy Saving No

.

ENERGY SPECS

Control Type Rotary Control Knob
Cooking Plate Finish Material Type Stainless Steel
Exterior Finish Color Stainless Steel
Exterior Trim Finish Color Stainless Steel
High Altitude Kit Available No
Number of Heating Zones 4

Number of Hot Top Burners 4
Number of Shelves Not Applicable
Open or Sealed Burners Not Applicable
Restaurant or Heavy Duty Yes
Watts Per Element 2 x 2000, 2 x 1500

.

ADDITIONAL SPECIFICATIONS

SELECT COOKING EQUIPMENT NUMBER OF POWER RATING ARRANGE
MENT WIDTH DEPTH

Electric Round Hot Plate 1 2 2 Center Front 300 mm 300 mm
Electric Round Hot Plate 2 2 1.5 Center Rear 300 mm 300 mm

.
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SELECT BASE EQUIPMENT NUMBER OF CUBIC CAPACITY EACH WIDTH DEPTH HEIGHT
Not Applicable For This Item

.

BIDDING SPECIFICATIONS
Bidding Specifications Not Available.

.
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